
Warning: When handling a firearm, always follow the proper handling procedures at all times.  Failure to follow these procedures could result in serious damage, injury, or death. We 
are not responsible for damage to property, injury, or death resulting from improper installation, misuse or modification of products. If you are not comfortable completing any of the 
following steps, or do not have the proper tools enlist the help of your local gunsmith.  We are not responsible for components that are damaged due to improper installation. 

LIMITED LIFE TIME WARRANTY LIMITED LIFE TIME WARRANTY

SKS Strikeforce Six Position Adjustable Side Folding
 TactLite Stock with Scorpion Recoil System

HARDWARE INCLUDED

70.0882.01

TOOLS NEEDED

[1]  Carriage Bolt
[1]  1/4 -20 Steel Thumb Screw

NON APPLICABLE

Phillips Head Screwdriver Flat Head Screwdriver
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To remove the trigger 
assembly, first put the 
safety in the "on" position. 
Insert a pin punch or 
phillips head screwdriver 
into the spring latch catch 
at the rear of the trigger 
guard and press it inward 
firmly until the spring latch 
releases as seen in Figure 
1.

The trigger assembly will 
now spring out, and can 
be removed from the stock 
by pulling, or prying 
outward on the rear of the 
receiver as seen in Figure 
2.

The barrel action can now 
be removed by pulling 
outward and towards the 
rear as seen in Figure 3.

Using a screwdriver or 
punch from your SKS 
cleaning kit,  raise the 
lever on the right side of 
the rear sight base as 
seen in Figure 4.  The 
dimple on the lever should 
stop at the end of the 
curved track on the right 
side of the rear sight base.

With the lever in this 
position you can now lift 
upward at the rear of the 
gas tube assembly and out 
of the gun as seen in 
Figure 5.  This may require 
some careful prying with a 
screwdriver.  Next remove 
the gas piston from the 
assembly by tipping it 
upside down and letting it 
slide out.

There is a small rivet 
running through the rear 
handguard cover in the 
gas tube assembly as 
seen in Figure 6.  The rivet 
has two ends, the head 
and the shaft. Be sure to 
punch out from the shaft 
end. Remove this rivet by 
using a 1/16" punch or the 
"punch" provided in your 
cleaning kit.
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Once the rivet is removed, 
the rear sheet metal cover 
will slide off, as will the 
wooden handguard. If the 
rivet is damaged, a similar 
sized finished nail can be 
cut to length to serve as a 
replacement. To install the 
new handguard reverse 
steps 4-6 as seen Figure  
7.

To install the side or 
bottom rails, locate the 
existing pockets on the 
inside of the stock and 
insert the provided  6-32 
hex nuts into the pocket. 
Using the provided 6-32 x 
3/8” machine screws and a 
phillips head screwdriver, 
tighten the rails to the 
stock body as seen in 
Figure 8.

Due to the many variations 
of the SKS a trigger group 
spring is required. Insert 
the trigger group spring  
into the pilot hole indicated 
below as seeen in Figure 
11. The spring is provided 
in the stock kit. Installation 
of the spring will provide a 
tight fit between the 
receiver, trigger assembly 
and Strikeforce Stock.

To assemble the new 
stock to the barreled 
action, reverse the 
disassembly process from 
Figure 1,2 & 3.  Note that 
the stock is designed with 
a certain amount of “bow” 
which gurantees a snug fit.

To install the trigger group 
push firmly down on the 
pistol grip and the tap the 
trigger guard down and 
forward with a padded 
hammer if necessary as 
seen in Figure 12.  Check 
that the trigger group is  
fully locked in place by 
moving the safety to the off 
postion.

To install the pistol grip, 
slide the front of the pistol 
grip onto the pistol grip 
housing and install the 
provided 6-19 x 3/4” plastite 
phillips head screw into the 
hole closest to the back of 
the pistol grip as seen in 
Figure 13.  Next install the 
backstrap and attach with 
the supplied 6 x 48/2 x 1/2” 
phillips head screw.

If you have difficulty 
reinstalling the magazine, 
make certain that the stock 
is as far forward on the 
action as itwill go. The bolt 
must be locked back for 
the magazine to be 
installed . Make certain 
that the magazine front 
locator is in its mating slot 
on the bottom of the rear 
sight base as seen in 
Figure 10.
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To install the buffer tube, 
place the tube into the 
pivot housing assembly in 
the folded position and 
then using the supplied 14 
x 3/4” phillips head screw 
and a phillips head screw 
driver, tighten the tube to 
the pivot housing as seen 
in Figure 14.
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