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1. Plastite Screw 6-48 x 1/2”  

             

! When handling a firearm, always follow the proper handling procedures at all times.  

Failure to follow these procedures could result in serious damage, injury, or death. 

WE are not responsible for damage to property, injury, or death resulting from 

improper installation, misuse or modification of products. If you are not comfortable 

completing any of the following steps, or do not have the proper tools enlist the help 

of your local gunsmith.  We are not responsible for components that are damaged 

due to improper installation.

Gen 2 Tactlite Stock w/X2 Recoil Pad and Cheekrest and X2 AR-15 Grip

       A. Gen 2 Tactlite Stock w/X2 Recoil Pad & Cheekrest       

       B. X2 AR-15 Grip  

Begin by grabbing the adjustment lever with your thumb and 

index finger and pulling down as seen in (Figure 1a).

1 Gen 2 Tactlite Stock Installation

Figure 1

2 OEM Grip Removal

Warning:
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While holding the adjustment lever as seen in (Figure 1b), slide the 

stock onto the buffer tube until seated as seen in (Figure 1c). 
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Figure 1b

Figure 1c

After removing the backstrap from the grip housing, slide the pistol 

grip into place as seen in (Figure 3a)

Figure 2

Begin by turning the firearm over and locating the screw inside your 

current grip.  Loosen the screw using the appropriate allen wrench 

or screw driver as seen in (Figure 1a). Make sure to keep the screw 

for installation of the new grip.

2 OEM Grip Removal

OEM Grip RemovalAR-15 X2 Grip Installation3

Figure 3a



Gen 2 Tactlite Stock w/X2 Recoil Pad and Cheekrest and X2 AR-15 Grip !

Add additional ATI Accessories to 

your Builds!

4 AR-15 X2 Grip Installation Continued

Warning: 
When handling a firearm, always follow the proper handling procedures at all times.  

Failure to follow these procedures could result in serious damage, injury, or death. 

WE are not responsible for damage to property, injury, or death resulting from 

improper installation, misuse or modification of products. If you are not comfortable 

completing any of the following steps, or do not have the proper tools enlist the help 

of your local gunsmith.  We are not responsible for components that are damaged 

due to improper installation.

4 AR-15 X2 Grip Installation Continued

Using the grip screw from Figure 2, insert through the bottom of the grip 

and tighten using the appropriate allen wrench as seen in (Figure 4a).
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Figure 4a

Figure 4b

Re-instal the backstrap by sliding it upward into the pistol grip as seen in 

(FIgure 4b) until seated..

Using a Phillips Head Screw driver and the provided 6 x48 x 1/2” plastite 

phillips head screw (#1) tighen the backstrap to the grip as seen in 

(Figure 4c).

Figure 4c

You’re finished. 

Now enjoy your New Stock & Grip! 


